




DS7 HTM 7

Nautilus™ tweeter
Woven Kevlar® brand fibre cone
bass/midrange

2-way closed-box selectable dipole/monopole
surround system

1x ø25mm (1 in) alloy dome high-frequency
2x ø100mm (4 in) midrange/high frequency
1x ø165mm (6.5 in) woven Kevlar® cone
bass/midrange

6dB at 60Hz and 42kHz (monopole mode)
-6dB at 60Hz and 15kHz (dipole mode)

80Hz – 22kHz  ±3dB on reference axis 
(monopole mode)
80Hz – 10kHz  ±3dB power averaged over 
front hemisphere (dipole mode)

Monopole mode: within 2dB of reference
response
Horizontal: over 40º arc
Vertical: over 10º arc
Dipole mode: horizontal figure of eight
Effective null zone ±30º (250Hz – 15kHz)

89dB spl (2.83V, 1m)

2nd and 3rd harmonics (90dB, 1m)
<1%110Hz – 20kHz

8Ω (minimum 3.0Ω)

4kHz (monopole mode)
250Hz (dipole mode)

25W – 120W into 8Ω on unclipped programme

0.1Ω

Height: 302mm (11.9 in)
Width: 383mm (15.1 in)
Depth: 200mm (7.9 in)

8.5kg (19 lb)

Cabinet: Black or white

Grille: Black or white cloth

Free-mounted Nautilus™ tweeter
Kevlar® brand fibre cone bass/midrange
Flowport™

Magnetic shielding

2-way vented-box system

1x ø165mm (6.5 in) woven Kevlar® cone
bass/midrange
1x ø25mm (1 in) alloy dome high-frequency

-6dB at 46Hz and 50kHz

50Hz – 25kHz  ±3dB on reference axis

Within 2dB of reference response 
Horizontal: over 40° arc
Vertical: over 10° arc

91dB spl (2.83V, 1m)

2nd and 3rd harmonics (90dB, 1m)
<1% 120Hz – 20kHz
<0.5% 150Hz – 20kHz

8Ω (minimum 4.6Ω)

4kHz

50W – 120W into 8Ω on unclipped material

0.1Ω

Height: 306mm (12.1 in)
Width: 450mm (17.7 in)
Depth: 289mm (11.4 in)

12.5kg (28lb)

Cabinet: Real wood veneers
Black Ash
Cherry
Maple
Rosenut
Walnut

Grille: Black cloth

Technical features

Description

Drive units

Frequency range

Frequency response

Dispersion

Sensitivity

Harmonic distortion

Nominal impedance

Crossover frequency

Recommended amplifier
power

Max. recommended 
cable impedance

Dimensions

Net Weight

Finishes



Subwoofers

If you’re after a home cinema set-up with 
substance, the 700 Series will not disappoint. 
But for sound of truly heroic proportions, and to
feel the true acoustic of any recorded environment,
whether it’s a concert hall or battlefield, add a 700
Series subwoofer. Its ultra-low bass will add a
whole new level to your home cinema experience.

There are two models, one marginally more
awesome than the other. The ASW700 comprises
a 10" driver with a 500W amplifier. Its big brother,
the ASW750, has a 12" driver with a 1000W amp.
Both drivers have a paper/Kevlar® cone. Which to
choose? How solid are your foundations?

Encased in totally airtight 
cabinets that are extensively
braced internally, the
diaphragm assemblies of 
the ASW700 and ASW750
subwoofers are wonders of
acoustic engineering. Vital 
to their ability to produce
impulsive bass – or ‘slam’ – is 
a piston-like behaviour, 
generated by their ultra-solid
construction. The stiff
paper/Kevlar® cone, stiffened
paper dust cap and carbon
fibre coil bobbin are bonded
together in our unique, 
second-generation ‘mushroom’
construction, creating a unity
that reduces deformation to
the barest minimum.

Insignificant to look at, 
phenomenal to hear. The
impact from the 700 Series
subwoofers is generated by
their on-board amplifier
modules, rated at 500W and
1000W and cosseted away in
an isolated cavity at the rear 
of the cabinet. Just for good
measure, several subs can be
daisy-chained together – in
case 1000W isn’t quite enough.



ASW 700

Paper/Kevlar® cone 
drive unit 500W Amplifier

Active closed-box subwoofer system

ø250mm (10 in) paper/Kevlar® cone long-throw

-6dB at 17Hz and 40/140Hz adjustable (EQ at A)

±3dB 22Hz – 31/110Hz adjustable (EQ at A)

Power output: 500W
Input impedance: 33kΩ
Signal / noise: >90dB
Functions: Input level

Low-pass filter frequency
Low-pass filter bypass
Bass roll-off alignment
Auto sense on/standby
Phase switch

Inputs: Line In (RCA Phono)
Outputs: Line Out (RCA Phono) 

high-passed
Link Out (RCA Phono)

Active 2nd-order, variable cut-off frequency

Active 3rd -order -6dB at 80Hz

75W

Height: 347mm (13.7 in) not including feet
Width: 340mm (13.4 in)
Depth: 408mm (16.1 in) including grille and controls

26.5kg (58 lb)

Real wood veneers
Black Ash
Cherry
Maple
Rosenut
Walnut

Black cloth

Technical features

Description

Drive unit

Frequency range

Frequency response

Amplifier

Low-pass filter

High-pass filter

Rated power consumption

Dimensions

Net weight

Cabinet finish

Grille

ASW 750

Paper/Kevlar® cone 
drive unit 1000W Amplifier

Active closed-box subwoofer system

ø300mm (12 in) paper/Kevlar® cone long-throw

-6dB at 15Hz and 40/140Hz adjustable (EQ at A)

±3dB 20Hz – 31/110Hz adjustable (EQ at A)

Power output: 1000W
Input impedance: 33kΩ
Signal / noise: >90dB
Functions: Input level

Low-pass filter frequency
Low-pass filter bypass
Bass roll-off alignment
Auto sense on/standby
Phase switch

Inputs: Line In (RCA Phono)
Outputs: Line Out (RCA Phono) 

high-passed
Link Out (RCA Phono)

Active 2nd-order, variable cut-off frequency

Active 3rd -order -6dB at 80Hz

150W

Height: 437mm (17.2 in) not including feet
Width: 396mm (15.6 in)
Depth: 479mm (18.9 in) including grille and controls

32kg (70 lb)

Real wood veneers
Black Ash
Cherry
Maple
Rosenut
Walnut

Black cloth



Kevlar is a registered trademark of DuPont.  
Nautilus is a trademark of B&W Loudspeakers Ltd.  
Copyright © B&W Loudspeakers Ltd.  
Stands featured within this brochure 
are not supplied with the speakers.  E&OE.  
Design by Thomas Manns & Company.  Printed in the UK.  
B&W Loudspeakers Ltd reserve the right to amend 
details of the specifications without notice in line 
with technical developments.

UK Sales Enquiries and Service
T +44 1903 221 500
E uksales@bwspeakers.com

B&W Loudspeakers of America
T +1 978 664 2870 
E marketing@bwaudio.com

B&W Loudspeakers (Asia) Ltd
T +852 2 790 8903
E bwahome@bwspeakerasia.com.hk

B&W Loudspeakers Ltd 
Dale Road 
Worthing  West Sussex
BN11 2BH  England

T +44 (0) 1903 221800  
F +44 (0) 1903 221801
info@bwspeakers.com 
www.bwspeakers.com 

07
/0

3.
 P

U
11

30
2 

70
0 


